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雅达电子国际有限公司
香港九龙观塘荣业街二号振万广场十六楼

雅达电子国际有限公司
香港九龙观塘荣业街二号振万广场十六楼

中山雅特生科技有限公司
中山市石岐区岐关西路 62号

电源供应器
见附件（不带电线组件销售，适用海拔 5000 米及以下地区使用)

GB 17625.1-2022(A 类);GB 4943.1-2022;GB/T 9254.1-2021(A级)

上述产品符合《强制性产品认证实施规则 电子产品及安全附件》
（CNCA-C09-01:2023）的要求，特发此证。

2024年 05 月 28日 2029年 05月 27日

本证书为变更证书，证书首次颁发日期：2019年 08月 01日



Accredited by China National Accreditation Service for Conformity Assessment CNAS C001-P

SIGNATURE:

The certificate information and validity could be checked by scanning the QR code below or logging in to

the website of the issuing authority, or on the website of the CNCA (www.cnca.gov.cn).

CERTIFICATE NO.: 2019010907213050

NAMEAND ADDRESS OF THE APPLICANT

Astec International Limited

16th Floor, Lu Plaza 2 Wing Yip Street, Kwun Tong, Kowloon, Hong Kong

NAMEAND ADDRESS OF THE MANUFACTURER

Astec International Limited

16th Floor, Lu Plaza 2 Wing Yip Street, Kwun Tong, Kowloon, Hong Kong

NAMEAND LOCATION OF THE FACTORY

Zhongshan Artesyn Technologies Co., Ltd.

No.62, Qi Guan Road West, Shiqi District, Zhongshan City, Guangdong, China

PRODUCT NAME,MODEL AND SPECIFICATION

Switching Power Supply

See appendix(Sale without cord set, Altitude up to 5000m）

STANDARDS AND TECHNICAL REQUIREMENTS FOR THE PRODUCTS

GB 17625.1-2022(Class A);GB 4943.1-2022;GB/T 9254.1-2021(Class A)

This is to certify that the above mentioned product(s) complies with the requirements of

implementation rules for compulsory certificat ion(REFNO. CNCA-C09-01:2023).

Valid from: May.28,2024 Valid until: May.27,2029

Date of original issued: Aug.01,2019



CERTIFICATE NO. : 2019010907213050

Appendix：Page 1 of 1

This page is attached to the certificate and should be used at the same time as the certificate page.

CSU800AP-3A、CSU800AP-X-XXX（其中 X 可以空白、数字 0-9 或字母 A-Z，差异

仅用于市场销售目的，不影响安全和电磁兼容性能， 当“XXX”为空白时，第

二个“-”空白）

输入：100-240V～, 50/60Hz, 10A-5A; 240Vdc, 4.5A Max.；

输出：12.0Vdc, 66.7A Max.; 12.0Vsbdc, 3.0A Max.；总输出不能超过 800瓦；
CSU800AP3100

输入：100-240V～, 50/60Hz, 10A-5A; 240Vdc, 4.5A Max.；

输出：12.2Vdc, 66.7A Max.; 12.0Vsbdc, 3.0A Max.；

（产品不带电线组件销售；产品在热带气候条件，以及海拔 5000 米及以下地区

使用)
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CSU800AP-3A、CSU800AP-X-XXX（其中 X 可以空白、数字 0-9 或字母 A-Z，差

异仅用于市场销售目的，不影响安全和电磁兼容性能， 当“XXX”为空白时，第

二个“-”空白）

输入：100-240V～, 50/60Hz, 10A-5A; 240Vdc, 4.5A Max.；

输出：12.0Vdc, 66.7A Max.; 12.0Vsbdc, 3.0A Max.；总输出不能超过 800 瓦；

CSU800AP3100

输入：100-240V～, 50/60Hz, 10A-5A; 240Vdc, 4.5A Max.；

输出：12.2Vdc, 66.7A Max.; 12.0Vsbdc, 3.0A Max.；

（产品不带电线组件销售；产品在热带气候条件，以及海拔 5000 米及以下地区

使用)


